APl Well Number: 43013506520000

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING

FORM 3

AMENDED REPORT

APPLICATION FOR PERMIT TO DRILL

1. WELL NAME and NUMBER
GMBU W-2-9-15

2. TYPE OF WORK
]

DRILL NEW WELL (1 REENTER PR&A WELL| |  DEEPEN WELL '::,-

!

3. FIELD OR WILDCAT
MONUMENT BUTTE

4. TYPE OF WELL

Oil Well Coalbed Methane Well: NO

5. UNIT or COMMUNITIZATION AGREEMENT NAME
GMBU (GRRV)

6. NAME OF OPERATOR
NEWFIELD PRODUCTION COMPANY

7. OPERATOR PHONE
435 646-4825

8. ADDRESS OF OPERATOR
Rt 3 Box 3630 , Myton, UT, 84052

9. OPERATOR E-MAIL
mcrozier@newfield.com

10. MINERAL LEASE NUMBER
(FEDERAL, INDIAN, OR STATE)
ML-43538

11. MINERAL OWNERSHIP
FEDERAL( | INDIAN| |

FEE(_J

o

12. SURFACE OWNERSHIP

FEDERAL \::::l INDIAN \::::l STATE (iB

13. NAME OF SURFACE OWNER (if box 12 = 'fee')

14. SURFACE OWNER PHONE (if box 12 = 'fee’)

15. ADDRESS OF SURFACE OWNER (if box 12 = 'fee')

16. SURFACE OWNER E-MAIL (if box 12 = 'fee’)

17. INDIAN ALLOTTEE OR TRIBE NAME :dsd:#:f_:[;gg’fﬂ’:g;’f“ PRODUCTION FROM 19. SLANT

(if box 12 = 'INDIAN’) 1P . . . .
YES|_J (Submit Commingling Application) NO |} |VERTICAL| | DIRECTIONAL @) HORIZONTAL[_

20. LOCATION OF WELL FOOTAGES QTR-QTR SECTION TOWNSHIP RANGE MERIDIAN

LOCATION AT SURFACE 546 FSL 2035 FWL SESW 2 9.0S 15.0 E 3

Top of Uppermost Producing Zone 268 FSL 2446 FWL SESW 2 9.0S 15.0 E S

At Total Depth 100 FSL 2625 FEL SWSE 2 9.0S 15.0 E 3

21. COUNTY 22. DISTANCE TO NEAREST LEASE LINE (Feet)
100

DUCHESNE

23. NUMBER OF ACRES IN DRILLING UNIT
20

25. DISTANCE TO NEAREST WELL IN SAME POOL
(Applied For Drilling or Completed)

26. PROPOSED DEPTH

1033 MD: 6372  TVD: 6372
27. ELEVATION - GROUND LEVEL 28. BOND NUMBER 29. SOURCE OF DRILLING WATER /
WATER RIGHTS APPROVAL NUMBER IF APPLICABLE
6053 B001834 437478
Hole, Casing, and Cement Information
String | Hole Size | Casing Size Length | Weight | Grade & Thread Max Mud Wt. Cement Sacks | Yield | Weight
Surf 12.25 8.625 0 - 350 24.0 J-55 ST&C 8.3 Class G 161 1.17 15.8
Prod 7.875 5.5 0-6372 15.5 J-55 LT&C 8.3 Premium Lite High Strength 302 3.26 11.0
50/50 Poz 363 1.24 14.3
ATTACHMENTS

VERIFY THE FOLLOWING ARE ATTACHED IN ACCORDANCE WITH THE UTAH OIL AND GAS CONSERVATION GENERAL RULES

WELL PLAT OR MAP PREPARED BY LICENSED SURVEYOR OR ENGINEER

COMPLETE DRILLING PLAN

D AFFIDAVIT OF STATUS OF SURFACE OWNER AGREEMENT (IF FEE SURFACE)

D FORM 5. IF OPERATOR IS OTHER THAN THE LEASE OWNER

DIRECTIONAL SURVEY PLAN (IF DIRECTIONALLY OR HORIZONTALLY
DRILLED)

TOPOGRAPHICAL MAP

NAME Mandie Crozier TITLE Regulatory Tech

PHONE 435 646-4825

SIGNATURE DATE 03/17/2011

EMAIL mcrozier@newfield.com

API NUMBER ASSIGNED

43013506520000

APPROVAL

Permit Manager

RECEIVED: May. 04, 2011




APl Well Number: 43013506520000

NEWFIELD PRODUCTION COMPANY
GMBU W-2-9-15
AT SURFACE: SE/SW SECTION 2, T9S, R15E
DUCHESNE COUNTY, UTAH

TEN POINT DRILLING PROGRAM

1. GEOLOGIC SURFACE FORMATION:

Uinta formation of Upper Eocene Age

2. ESTIMATED TOPS OF IMPORTANT GEOLOGIC MARKERS:

Uinta 0’ - 1635’
Green River 1635’
Wasatch 6225’
Proposed TD 6372’

3. ESTIMATED DEPTHS OF ANTICIPATED WATER, OIL, GAS OR MINERALS:

Green River Formation (Qil) 1635’ - 6225’

Fresh water may be encountered in the Uinta Formation, but would not be expected below about
350'. All water shows and water bearing geologic units shall be reported to the geologic and
engineering staff of the Vernal Office prior to running the next string of casing or before plugging
orders are requested. All water shows must be reported within one (1) business day after being
encountered.

All usable (<10,000 PPM TDS) water and prospectively valuable minerals (as described by BLM
at onsite) encountered during drilling will be recorded by depth and adequately protected. This
information shall be reported to the Vernal Office.

Detected water flows shall be sampled, analyzed, and reported to the geologic & engineering staff
of the Vernal Office. The office may request additional water samples for further analysis. Usage
of the State of Utah form Report of Water Encountered is acceptable, but not required.

The following information is requested for water shows and samples where applicable:

Location & Sampled Interval Date Sampled

Flow Rate Temperature

Hardness pH

Water Classification (State of Utah) Dissolved Calcium (Ca) (mg/l)
Dissolved Iron (Fe) (ug/l) Dissolved Sodium (Na) (mg/I)
Dissolved Magnesium (Mg) (mg/l) Dissolved Carbonate (CO3) (mg/l)
Dissolved Bicarbonate (NaHCO3) (mg/l) Dissolved Chloride (CI) (mg/1)
Dissolved Sulfate (SO,) (mg/l) Dissolved Total Solids (TDS) (mg/l)

RECEIVED: Mar. 17, 2011



APl Well Number: 43013506520000

4.

PROPOSED CASING PROGRAM

a. Casing Design: GMBU W-2-9-15

. Interval . . Design Factors
Size Weight | Grade | Coupling :
Top Bottom Burst Collapse Tension
Surface casing 2,950 1,370 244,000
o' 350 24.0 J-55 STC
8-5/8" 15.02 12.30 29.05
Prod casing 4,810 4,040 217,000
o' 6,372 155 J-55 LTC
5-1/2" 2.37 1.99 2.20

Assumptions:

1) Surface casing max anticipated surface press (MASP) = Frac gradient — gas gradient
2) Prod casing MASP (production mode) = Pore pressure — gas gradient

3) All collapse calculations assume fully evacuated casing w/ gas gradient

4) All tension calculations assume air weight

Frac gradient at surface casing shoe = 13.0 ppg
Pore pressure at surface casing shoe = 8.33 ppg
Pore pressure at prod casing shoe = 8.33 ppg
Gas gradient = 0.115 psi/ft

All casing shall be new or, if used, inspected and tested. Used casing shall meet or exceed
API standards for new casing.

All casing strings shall have a minimum of 1 (one) centralizer on each of the bottom three (3)
joints.

b. Cementing Design: GMBU W-2-9-15

. - Sacks OH Weight | Yield
Job Fill Description o Excess* (Ppg) (f/sk)
. 161
Surface casing 350 Class G w/ 2% CacCl 30% 15.8 1.17
188
Prod casin i 0 9 302
¢} 4372 Egelm Lite Il w/ 10% gel + 3% 30% 11.0 3.26
Lead 985
Prod casin 0 ) 363
9 2,000 iOC’ISO Poz w/2% gel + 3% 30% 143 | 124
Tall 451

*Actual volume pumped will be 15% over the caliper log
- Compressive strength of lead cement: 1800 psi @ 24 hours, 2250 psi @ 72 hours
- Compressive strength of tail cement: 2500 psi @ 24 hours

Hole Sizes: A 12-1/4” hole will be drilled for the 8-5/8” surface casing. A 7-7/8” hole will be
drilled for the 5-1/2” production casing.

The 8-5/8" surface casing shall in all cases be cemented back to surface. In the event that during
the primary surface cementing operation the cement does not circulate to surface, or if the cement
level should fall back more than 8 feet from surface, then a remedial surface cementing operation
shall be performed to insure adequate isolation and stabilization of the surface casing.

MINIMUM SPECIFICATIONS FOR PRESSURE CONTROL:

The operator’s minimum specifications for pressure control equipment are as follows:

RECEIVED: Mar. 17, 2011



APl Well Number: 43013506520000

An 8” Double Ram Hydraulic unit with a closing unit will be utilized. Function test of BOP’s will
be check daily.

Refer to Exhibit C for a diagram of BOP equipment that will be used on this well.

6. TYPE AND CHARACTERISTICS OF THE PROPOSED CIRCULATION MUDS:

From surface to £350 feet will be drilled with an air/mist system. The air rig is equipped with a 6
%" blooie line that is straight run and securely anchored. The blooie line is used with a discharge
less than 100 ft from the wellbore in order to minimize the well pad size. The blooie line is not
equipped with an automatic igniter or continuous pilot light and the compressor is located less
than 100 ft from the well bore due to the low possibility of combustion with the air dust mixture.
The trailer mounted compressor (capacity of 2000 CFM) has a safety shut-off valve which is
located 15 feet from the air rig. A truck with 70 bbls of water is on stand by to be used as kill
fluid, if necessary. From about +350 feet to TD, a fresh water system will be utilized. Clay
inhibition and hole stability will be achieved with a KCI substitute additive. This additive will be
identified in the APD and reviewed to determine if the reserve pit shall be lined. This fresh water
system will typically contain Total Dissolved Solids (TDS) of less than 3000 PPM. Anticipated
mud weight is 8.4 Ibs/gal. If necessary to control formation fluids or pressure, the system will be
weighted with the addition of bentonite gel, and if pressure conditions warrant, with barite

No chromate additives will be used in the mud system on Federal and/or Indian lands without
prior BLM approval to ensure adequate protection of fresh aquifers.

No chemicals subject to reporting under SARA Title Il in an amount equal to or greater than
10,000 pounds will be used, produced, stored, transported, or disposed of annually in association
with the drilling, testing, or completing of this well. Furthermore, no extremely hazardous
substances, as defined in 40 CFR 355, in threshold planning quantities, will be used, produced,
stored, transported, or disposed of in association with the drilling, testing, or completing of this
well.

Hazardous substances specifically listed by the EPA as a hazardous waste or demonstrating a
characteristic of a hazardous waste will not be used in drilling, testing, or completion operations.

Newfield Production will visually monitor pit levels and flow from the well during drilling

operations.

7. AUXILIARY SAFETY EQUIPMENT TO BE USED:
Auxiliary safety equipment will be a Kelly Cock, bit float, and a TIW valve with drill pipe
threads.

8. TESTING, LOGGING AND CORING PROGRAMS:

The logging program will consist of a Dual Induction, Gamma Ray and Caliper log from TD to
base of surface casing @ 350’ +/-, and a Compensated Neutron-Formation Density Log from TD
to 3500 +-. A cement bond log will be run from PBTD to cement top. No drill stem testing or
coring is planned for this well.

9. ANTICIPATED ABNORMAL PRESSURE OR TEMPERATURE:

No abnormal temperatures or pressures are anticipated. No hydrogen sulfide has been encountered
or is known to exist from previous drilling in the area at this depth. Maximum anticipated
bottomhole pressure will approximately equal total depth in feet multiplied by a 0.433 psi/foot
gradient.

RECEIVED: Mar. 17, 2011



APl Well Number: 43013506520000

10. ANTICIPATED STARTING DATE AND DURATION OF THE OPERATIONS:

It is anticipated that the drilling operations will commence the second quarter of 2011, and take
approximately seven (7) days from spud to rig release.

RECEIVED: Mar. 17, 2011



APl Well Number: 43013506520000

NEWFIELD EXPLORATION COMPANY
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SECTION 2, T9S, R15E, S.L.B.&M.
DUCHESNE COUNTY, UTAH.

TARGET BOTTOM HOLE, W—2-9-15,
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SE 1/4 OF SECTION 2, T9S, R15E,
S.L.B.&M. DUCHESNE COUNTY, UTAH.
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BAR SCALE

1. Well footages are measured at right
angles to the Section Lines.

2. Bearings are based on Global
Positioning Satellite observations.

3. The Bottom of Hole foctages
are 100’ FSL & 2625 FEL.
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180 NORTH VERNAL AVE. — VERNAL, UTAH 84078
(435) 781-2501

DATE SURVEYED: ,
oo SURVEYED BY: S.V.
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ol DRAWN BY: F.T.M.
REVISED: SCALE: 1" = 1000’
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APl Well Number: 43013506520000
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APl Well Number: 43013506520000

Access Road Map
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APl Well Number: 43013506520000

Proposed Pipeline Map
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API Well Number: 43013506520000
| sl e ] g e, T 2 casene o S SRR T . o T o
= . " i H
! " v]‘ o = 4 = ] R 7+ 5
HEIE ; G , / o |
5 g8 bl i = T jee| | | ,!
£ v b Rl <<
g & & e 1 43, ) rieed L . nolm g )
FHIHIR o al eE 0
v M — e
gg deliath -1° " b a =i D Wif 9 a
SRR G Y & & p o 5 ..,'{ w, . s b4 j;
ajf ™ g : ? ? i
T Gy iz - of
1A ‘
R - L] = of ® £ - = -
wje - *
" = H ] 2 f ;{5‘"2‘!"5‘1 r %
i < IO [
Fagud :r'i—n.;.,.;;.‘ A Mg " B " e
afgd cdeies g T
5 r o & AR "ﬁ‘ff"'-"-‘-“ b
[ = f S .:;E'é owiEg " 52
= e 55_\3 ; o TR [3 s " = X ?
5 AR ;q,g “won ) - &,
<ty Rfn ; H o 4 -
. L s - " 14 - L - b
- s g ?-- wawr |w9w |4 4 e (v
i {-].g-j-,-u-.:-i-.usﬂf 0 X 4 e . o oe |
80, ad 9 v qaleaeield 4 £ L
N i e [* N T S vhet g and 'i"z'
. . . ' CEEC TR LT SR T R Lol
g 4 i g i eand od d WG | g . s |
. do 4 Guarid ewdMeads o dq ‘
. ; o g B .H dile winlueas <" dam
° ’ : ! G E Crw e CEE T O
i ;‘ ' ool wd o ez oG ,(%%'i':‘{ 5 & € - 2
* . .3 o ‘j 3.1\ ey SO g o e ':._?l
. . . i .-g’.g-;.q»l -ap inbo gagnige o e .
] : : *-E'Jasn G ek BT S i e O £
o e g -ﬁ il o A gsfasidadddd, [, | o | =
;(#.;':_iscj 3#{‘-‘,'9“ G onieiieginida 2'14 q" 7
. 1 L AL ot Bl 4f Wmce upd o gl Sfivdeg ®a e
i = n*%__.;d, ':;855 dadgu b nfCeagigad ¥
RIS H-N'v'r‘ihw o Nig Yt Sl 5 " v s |
..,m..ﬁﬂm b S A A -
S . Rkt 3 &ns-:-« L G R -
" T o 5-oF E\Bivr # ”C; q’«}?#.}? .
o, . = o £ =
i 1,'-& Fef gl 3
- - '_ ] i‘l"‘i‘ }.i el a} ].’
.- defad &, 3 S
1
w = 2
= " " =
€ - 2
sl ] -
. B © i :
" z < Y = ) = Ei T g
‘_ i S T R 2 ot B % = = Ll
pac e Jadagaat 9,
= = i - wie TG o
5 e e L g “ﬁ{i-‘e 37 5 AaS -
!_: L 1 y A "il'i U '? L & s » e
e ~, 7 '7.’ ¥, =
& " N sylplfatartld i 42 L :
= B o N ddede L] . | TR B _—-‘-13
. w0 fer o = T e e % «w‘\:- .g daldg G-
ll . [i % R ti &% ‘5;’; e R v .
RN 55 g7 i
i alm e gl
» - ¥ & 5 -f-?:&:."_'
o '9:5 ® B » 2
.{ AK! d 1]
L n acef R T
B o= " 5 £ ] X
] E |.":izl o o f:g = w -
R o= i A q :?" A -
\ 41 : dﬁ Loy
P -3 ¢ x 5k TN | N o] 0} o[ 13 i
L}
4 b Bl 2 - = fq
x : e | o L
2= b tALE o i o
| : 2 * *\\‘ T T o e N 3 g ﬁ‘
& B lmsaa N R e O A
TEde T oA AN N o
TR T D] .
- e ] Y # " TR RIS *
o Pl \:R b
- . 3 3 ] R/ - - 2 =

RECEIVED: Mar. 17, 2011



APl Well Number: 43013506520000

Exhibit "B" Map

W-2-9-15 (Proposed Well)
14-2-9-15 (Existing Well)

o 1 Mile Radius

Legend

Proposed Location

5824

o803

P: (435) 781-2501
F: (435) 781-2518

Tri State

Land Surveying, Inc.
180 NORTH VERNAL AVE. VERNAL, UTAH 84078

NEWFIELD EXPLORATION COMPANY

W-2-9-15 (Proposed Well)
14-2-9-15 (Existing Well)
SEC. 2, T9S, R15E, S.L.B.&M.
Duchesne County, UT.

DRAWN BY: J.AS.
DATE: 03-07-2011
SCALE: 1"=2,000"'
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APl Well Number: 43013506520000

NEWFIELD

NEWFIELD EXPLORATION

USGS Myton SW (UT)
SECTION 2 T9, R15
W-2-9-15

Wellbore #1

Plan: Design #1

Standard Planning Report

15 March, 2011
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APl Well Number: 43013506520000

PayZone Directional Services, LLC.

NEWFIELD AT
Planning Repot T
Database: EDM 2003.21 Single User Db Local Co-ordinate Reference: Well W-2-9-15
Company: NEWFIELD EXPLORATION TVD Reference: W-2-9-15 @ 6065.0ft (Newfield Rig)
Project: USGS Myton SW (UT) MD Reference: W-2-9-15 @ 6065.0ft (Newfield Rig)
Site: SECTION 2 T9, R15 North Reference: Grid
Well: W-2-8-15 Survey Calculation Method: Minimum Curvature
Wellbore: Wellbore #1
Design: Design #1
Project USGS Myton SW (UT), DUCHESNE COUNTY, UT, USA
Map System: US State Plane 1983 System Datum: Mean Sea Level
Geo Datum: North American Datum 1983
Map Zone: Utah Central Zone
Site SECTION 2 T9, R15
Site Position: Northing: 7,191,145.41¢ Latitude: 40° 3'15.350 N
From: Lat/Long Easting: 2,005,088.49ft Longitude: 110° 11'49.770 W
Position Uncertainty: 0.0ft Slot Radius: = Grid Convergence: 0.83°
Well W-2-9-15, SHL LAT: 40 03 14.99 LONG: -110 12 05.80
Well Position +N/-S -54.6 ft Northing: 7,191,090.85 ft Latitude: 40°3'14.990 N
+E/l-W -1,245.7 ft Easting: 2,003,842.75 ft Longitude: 110° 12' 5,800 W
Position Uncertainty 0.0 ft Wellhead Elevation: 6,065.0 ft Ground Level: 6,053.0ft
Wellbore Wellbore #1
Magnetics Model Name Sample Date Declination Dip Angle Field Strength
) ) (nT)
IGRF2010 2011/03/15 11.40 65.78 52,276
Design Design #1
Audit Notes:
Version: Phase: PROTOTYPE Tie On Depth: 0.0
Vertical Section: Depth From (TVD) +N/-§ +E/'W Direction
() () (ft) )
5,200.0 0.0 0.0 124.09
Plan Sections
Measured Vertical Dogleg Build Turn
Depth Inclination Azimuth Depth +N/-S +E/W Rate Rate Rate TFO
() ) (] (ft) (ft) {ft) (°1100ft) (°/100ft) (°/100ft) ) Target
0.0 0.00 0.00 0.0 0.0 0.0 0.00 0.00 0.00 0.00
600.0 0.00 0.00 600.0 0.0 0.0 0.00 0.00 0.00 0.00
1,292.6 10.39 124.09 1,288.8 -35.1 51.9 1.50 1.50 0.00 124.08
5,269.0 10.39 124.09 5,200.0 -437.0 645.7 0.00 0.00 0.00 0.00 W-2-9-15 TGT
6,372.1 10.39 124,09 6,285.0 -548.5 810.4 0,00 0.00 0.00 0.00
2011/03/15 10:34:11AM Page 2 COMPASS 2003.21 Build 25
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APl Well Number: 43013506520000

PayZone Directional Services, LLC.

NEWFIELD
Planning Report Reuccns
Database: EDM 2003.21 Single User Db Local Co-ordinate Reference: Well W-2-9-15
Company: NEWFIELD EXPLORATION TVD Reference: W-2-9-15 @ 6065.0ft (Newfield Rig)
Project: USGS Myton SW (UT) MD Reference: W-2-9-15 @ 6065.0ft (Newfield Rig)
Site: SECTION 2 T9, R15 North Reference: Grid
Well: W-2-9-15 Survey Calculation Method: Minimum Curvature
Wellbore: Wellbore #1
Design: Design #1
Planned Survey
Measured Vertical Vertical Dogleg Build Tum
Depth Inclination Azimuth Depth +N/-S +E/-W Section Rate Rate Rate
() ©) e ) () I} (0] {°1100f) (°1o0ft) (oo
0.0 0.00 0.00 0.0 0.0 0.0 0.0 0.00 0.00 0.00
100.0 0.00 0.00 100.0 0.0 0.0 0.0 0.00 0.00 0.00
200.0 0.00 0.00 200.0 0.0 0.0 0.0 0.00 0.00 0.00
300.0 0.00 0.00 300.0 0.0 0.0 0.0 0.00 0.00 0.00
400.0 0.00 0.00 400.0 0.0 0.0 0.0 0.00 0.00 0.00
500.0 0.00 0.00 500.0 0.0 0.0 0.0 0.00 0.00 0.00
600.0 0.00 0.00 600.0 0.0 0.0 0.0 0.00 0.00 0.00
700.0 1.50 124,09 700.0 -0.7 1.1 1.3 1.50 1.50 0.00
800.0 3.00 124.09 799.9 -2.9 4.3 5.2 1.50 1.50 0.00
900.0 4.50 124.09 899.7 -6.6 9.8 11.8 1.50 1.50 0.00
1,000.0 6.00 124.09 999.3 -11.7 17.3 20.9 1.50 1.50 0.00
1,100.0 7.50 124.09 1,098.6 -18.3 27.1 327 1.50 1.50 0.00
1,200.0 9.00 124.09 1,197.5 -26.4 38.9 47.0 1.50 1.50 0.00
1,292.6 10.39 124.09 1,288.8 -35.1 51.9 62.6 1.50 1.50 0.00
1,300.0 10.39 124.09 1,296.1 -35.8 53.0 64.0 0.00 0.00 0.00
1,400.0 10.39 124,09 1,394.5 -46.0 67.9 82.0 0.00 0.00 0.00
1,500.0 10.39 124.09 1,492.8 -56.1 82.8 100.0 0.00 0.00 0.00
1,600.0 10.39 124,09 1,691.2 -66.2 97.8 118.1 0.00 0.00 0.00
1,700.0 10.39 124.09 1,689.5 -76.3 112.7 136.1 0.00 0.00 0.00
1,800.0 10.38 124.09 1,787.9 -86.4 127.6 154.1 0.00 0.00 0.00
1,900.0 10.39 124.09 1,886.3 -96.5 142.6 1721 0.00 0.00 0.00
2,000.0 10.39 124.09 1,984.6 -106.6 157.5 190.2 0.00 0.00 0.00
2,100.0 10.39 124.09 2,083.0 -116.7 172.4 208.2 0.00 0.00 0.00
2,200.0 10.39 124.09 2,181.3 -126.8 187.4 226.2 0.00 0.00 0.00
2,300.0 10.39 124,09 2,279.7 -136.9 202.3 2443 0.00 0.00 0.00
2,400.0 10.39 124,09 2,378.1 -147.0 217.2 262.3 0.00 0.00 0.00
2,500.0 10.39 124,09 2,476.4 -157.1 232.2 280.3 0.00 0.00 0.00
2,600.0 10.39 124.09 2,574.8 -167.2 2471 298.4 0.00 0.00 0.00
2,700.0 10.39 124.09 2,673.1 -177.3 262.0 316.4 0.00 0.00 0.00
2,800.0 10.39 124.09 2,771.5 -187.5 277.0 334.4 0.00 0.00 0.00
2,900.0 10.39 124.09 2,869.9 -197.6 291.9 352.5 0.00 0.00 0.00
3,000.0 10.39 124.09 2,968.2 -207.7 306.8 370.5 0.00 0.00 0.00
3,100.0 10.39 124.09 3,066.6 -217.8 321.8 388.5 0.00 0.00 0.00
3,200.0 10.39 124.09 3,164.9 -227.9 336.7 406.6 0.00 0.00 0.00
3,300.0 10.39 124.09 3,263.3 -238.0 351.6 424 6 0.00 0.00 0.00
3,400.0 10.39 124.09 3,361.7 -248.1 366.6 442.6 0.00 0.00 0.00
3,500.0 10.39 124,09 3,460.0 -258.2 381.5 460.7 0.00 0.00 0.00
3,600.0 10.39 124.09 3,658.4 -268.3 396.4 478.7 0.00 0.00 0.00
3,700.0 10.39 124.09 3,656.7 -278.4 411.4 496.7 0.00 0.00 0.00
3,800.0 10.39 124.09 3,755.1 -288.5 426.3 514.8 0.00 0.00 0.00
3,800.0 10.39 124,09 3,853.5 -298.6 441.2 532.8 0,00 0.00 0.00
4,000.0 10.39 124,09 3,951.8 -308.7 456.2 550.8 0.00 0.00 0.00
4,100.0 10.39 124.09 4,050.2 -318.8 4711 568.9 0.00 0.00 0.00
4,200.0 10.39 124.09 4,148.6 -328.9 486.0 586.9 0.00 0.00 0.00
4,300.0 10.39 124.09 4,246.9 -339.1 501.0 604.9 0.00 0.00 0.00
4,400.0 10.39 124.09 4,345.3 -349.2 515.9 623.0 0.00 0.00 0.00
4,500.0 10.39 124.09 4,443.6 -359.3 530.8 641.0 0.00 0.00 0.00
4,600.0 10,39 124.09 4,542.0 -369.4 545.8 659.0 0.00 0.00 0.00
4,700.0 10.39 124.09 4,640.4 -379.5 560.7 677.1 0.00 0.00 0.00
4,800.0 10.39 124.09 4,738.7 -389.6 575.6 695.1 0.00 0.00 0.00
4,900.0 10.39 124.09 4,837.1 -399.7 590.6 7131 0.00 0.00 0.00
5,000.0 10,39 124.09 4,935.4 -409.8 605.5 7311 0.00 0.00 0.00
5,100.0 10.39 124.09 5,033.8 -419.9 620.4 749.2 0.00 0.00 0.00
5,200.0 10.38 124.09 5,132.2 -430.0 635.4 767.2 0.00 0.00 0.00
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APl Well Number: 43013506520000

PayZone Directional Services, LLC.

NEWFIELD
Planning Report W

Database: EDM 2003.21 Single User Db Local Co-ordinate Reference: Well W-2-9-15

Company: NEWFIELD EXPLORATION TVD Reference: W-2-9-15 @ 6065.0ft (Newfield Rig)

Project: USGS Myton SW (UT) MD Reference: W-2-9-15 @ 6065.0ft (Newfield Rig)

Site: SECTION 2 T9, R15 North Reference: Grid

Well: W-2-9-15 Survey Calculation Method: Minimum Curvature

Wellbore: Wellbore #1

Design: Design #1

Planned Survey

Measured Vertical Vertical Dogleg Build Turn
Depth Inclination Azimuth Depth +NI-S +E/-W Section Rate Rate Rate
(1] ©) ) {R) {ft) (/) (1] (°1oof) (°1M00ft) (°1100ft)
5,269.0 10.39 124.09 5,200.0 -437.0 645.7 779.6 0.00 0.00 0.00
W-2-9-15 TGT
5,300.0 10.39 124.09 5,230.5 -440.1 650.3 785.2 0.00 0.00 0.00
5,400.0 10.39 124.09 5,328.9 -450.2 665.2 803.3 0.00 0.00 0.00
5,500.0 10.39 124.09 5,427.2 -460.3 680.2 821.3 0.00 0.00 0.00
5,600.0 10.39 124.09 5,625.6 -470.4 695.1 839.3 0.00 0.00 0.00
5,700.0 10.39 124.09 5,624.0 -480.6 710.0 857.4 0.00 0.00 0.00
5,800.0 10.39 124.09 5,722.3 -490.7 725.0 875.4 0.00 0.00 0.00
5,900.0 10.39 124.09 5,820.7 -500.8 739.9 8934 0.00 0.00 0.00
6,000.0 10.39 124.09 5,919.0 -510.9 754.8 911.56 0.00 0.00 0.00
6,100.0 10.39 124,09 6,017.4 -521.0 769.8 929.5 0.00 0.00 0.00
6,200.0 10.39 124.09 6,115.8 -531.1 7847 947 .5 0.00 0.00 0.00
6,300.0 10,39 124.09 6,214.1 -541.2 799.6 965.6 0.00 0.00 0.00
6,372.1 10.38 124.09 6,285.0 -548.5 8104 978.6 0.00 0.00 0.00
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APl Well Number: 43013506520000

Project:
NEWFIELD Site:
Well:
Wellbore:
Design:

KOP @ 600
DOGLEG RATE 1.5

USGS Myton SW (UT)

SECTION 2 T9, R15
W-2-9-15

Wellbore #1

Design #1

DEG/100

TARGET RADIUS IS 75’

Azimuths to Grid North
True North: -0.83°
Magnetic North: 10.57°

Magnetic Field
Strength: 52276.1snT
Dip Angle: 65.78°
Date: 2011/03/15
Model: IGRF2010
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WELLBORE TARGET DETAILS
Name TVD  +NiS§  +E/W Shape
W-2-9-15 TGT 52000  -437.0 6457 Circle (Radius: 75.0)
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SECTION DETAILS

Eq' e i e

Sec MD Inc Azi
1 0.0 0.00 0.00
2 6000 000 0.00
3 1292.6 10.39 124.09
4 5269.0 10.39 124.09
5 63721 10.39 124.09

TVD
0.0
600.0
1288.8
5200.0
6285.0

+N/-S +E/-W DLeg TFace
0.0 0.0 0.00 0.00
0.0 0.0 0.00 0.0
-35.1 51.9 1.50 124.09
-437.0 6457 000 0.00
-548.5 8104 0.00 0.00

VSec Target
0.0
0.0
62.6
779.6 W-2-9-15TGT
978.6
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APl Well Number: 43013506520000

NEWFIELD PRODUCTION COMPANY
GMBU W-2-9-15
AT SURFACE: SE/SW SECTION 2, T9S, R15E
DUCHESNE COUNTY, UTAH

ONSHORE ORDER NO. 1

MULTI-POINT SURFACE USE & OPERATIONS PLAN

1. EXISTING ROADS

See attached Topographic Map "A"

To reach Newfield Production Company well location site GMBU W-2-9-15 located in the SE 1/4
SW 1/4 Section 2, T9S, R15E, Duchesne County, Utah:

Proceed southwesterly out of Myton, Utah along Highway 40 - 1.4 miles + to the junction of this
highway and UT State Hwy 53; proceed southwesterly — 6.4 miles + to it’s junction with an
existing road to the southwest; proceed southwesterly — 2.4 miles + to it’s junction with an existing
road to the southwest; proceed southwesterly — 0.8 miles + to it’s junction with an existing road to
the southeast; proceed southeasterly — 1.6 miles + to it’s junction with an existing road to the
southwest; proceed southwesterly — 1.6 miles + to it’s junction with an existing road to the west;
proceed westerly — 502° + to the existing 14-2-9-15 well pad.

The aforementioned dirt oil field service roads and other roads in the vicinity are constructed out
of existing native materials that are prevalent to the existing area they are located in and range
from clays to a sandy-clay shale material.

The roads for access during the drilling, completion and production phase will be maintained at the
standards required by the State of Utah, or other controlling agencies. This maintenance will
consist of some minor grader work for smoothing road surfaces and for snow removal. Any
necessary fill material for repair will be purchase and hauled from private sources.

2. PLANNED ACCESS ROAD

There is no proposed access road for this location. The proposed well will be drilled directionaly
off of the existing 14-2-9-15 well pad. See attached Topographic Map “B”.

There will be no culverts required along this access road. There will be barrow ditches and
turnouts as needed along this road.

There are no fences encountered along this proposed road. There will be no new gates or cattle
guards required.

All construction material for this access road will be borrowed material accumulated during
construction of the access road.

3. LOCATION OF EXISTING WELLS

Refer to Exhibit “B”.

4. LOCATION OF EXISTING AND/OR PROPOSED FACILITIES

There are no existing facilities that will be used by this well.
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APl Well Number: 43013506520000

It is anticipated that this well will be a producing oil well.

Upon construction of a tank battery, the well pad will be surrounded by a dike of sufficient
capacity to contain at minimum 110% of the largest tank volume within the facility battery.

Tank batteries will be built to State specifications.

All permanent (on site for six (6) months or longer) structures, constructed or installed (including
pumping units), will be painted a flat, non-reflective, earth tone color to match one of the standard
environmental colors, as determined by the Rocky Mountain Five State Interagency Committee.

All facilities will be painted within six months of installation.

5. LOCATION AND TYPE OF WATER SUPPLY

Newfield Production will transport water by truck from nearest water source as determined by a
Newfield representative for the purpose of drilling the above mentioned well. The available water
sources are as follows:

Johnson Water District
Water Right : 43-10136

Maurice Harvey Pond
Water Right: 47-1358

Neil Moon Pond
Water Right: 43-11787

Newfield Collector Well
Water Right: 47-1817 (A30414DVA, contracted with the Duchesne County Conservancy
District).

There will be no water well drilled at this site.

6. SOURCE OF CONSTRUCTION MATERIALS

All construction material for this location shall be borrowed material accumulated during
construction of the location site and access road.

A mineral material application is not required for this location.

7. METHODS FOR HANDLING WASTE DISPOSAL

A small reserve pit (90’ x 40° x 8" deep, or less) will be constructed from native soil and clay
materials. The reserve pit will receive the processed drill cutting (wet sand, shale & rock)
removed from the wellbore. Any drilling fluids, which do accumulate in the pit as a result of
shale-shaker carryover, cleaning of the sand trap, etc., will be promptly reclaimed. All drilling
fluids will be fresh water based, typically containing Total Dissolved Solids of less than 3000
PPM. No potassium chloride, chromates, trash, debris, nor any other substance deemed hazardous
will be placed in this pit. Therefore, it is proposed that no synthetic liner be required in the reserve
pit. However, if upon constructing the pit there is insufficient fine clay and silt present, a liner will
be used for the purpose of reducing water loss through percolation.

Newfield requests approval that a flare pit not be constructed or utilized on this location.

A portable toilet will be provided for human waste.
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A trash basket will be provided for garbage (trash) and hauled away to an approved disposal site at
the completion of the drilling activities.

8. ANCILLARY FACILITIES

There are no ancillary facilities planned for at the present time and none foreseen in the near
future.

9. WELL SITE LAYOUT

See attached Location Layout Sheet.

Fencing Requirements

All pits will be fenced according to the following minimum standards:
a) A 39-inch net wire shall be used with at least one strand of barbed wire on top of the net.

b) The net wire shall be no more than two (2) inches above the ground. The barbed wire
shall be three (3) inches above the net wire. Total height of the fence shall be at least
forty-two (42) inches.

c) Corner posts shall be centered and/or braced in such a manner to keep tight at all times

d) Standard steel, wood or pipe posts shall be used between the corner braces. Maximum
distance between any two posts shall be no greater than sixteen (16) feet.

e) All wire shall be stretched, by using a stretching device, before it is attached to the corner
posts.

The reserve pit fencing will be on three (3) sides during drilling operations and on the fourth side
when the rig moves off location. Pits will be fenced and maintained until cleanup.

Existing fences to be crossed by the access road will be braced and tied off before cutting so as to
prevent slacking in the wire. The opening shall be closed temporarily as necessary during
construction to prevent the escape of livestock, and upon completion of construction the fence
shall be repaired to BLM specifications.

10. PLANS FOR RESTORATION OF SURFACE:

a) Producing Location

Immediately upon well completion, the location and surrounding area will be cleared of all unused
tubing, equipment, debris, material, trash and junk not required for production.

The reserve pit and that portion of the location not needed for production facilities/operations will
be recontoured to the approximated natural contours. Weather permitting, the reserve pit will be
reclaimed within one hundred twenty (120) days from the date of well completion. Before any dirt
work takes place, the reserve pit must have all fluids and hydrocarbons removed.

b) Dry Hole Abandoned Location
At such time as the well is plugged and abandoned, the operator shall submit a subsequent report

of abandonment and the State of Utah will attach the appropriate surface rehabilitation conditions
of approval.

11. . SURFACE OWNERSHIP — State of Utah.
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11..OTHER ADDITIONAL INFORMATION :

The Archaeological Resource Survey and Paleontological Resource Survey for this area are
attached. MOAC Report #03-83, 11/18/03. Paleontological Resource Survey prepared by, Wade
Miller, 9/25/02. See attached report cover pages, Exhibit “D”.

Newfield Production Company requests 601° of buried water line to be granted . It is proposed
that the disturbed area will be 30” wide to allow for construction of the proposed buried 10” steel
water injection line and a buried 3” poly water return line. The proposed buried water lines will tie
in to the existing pipeline infrastructure. Refer to Topographic Map “C.” The proposed water
pipelines will be buried in a 4-5° deep trench constructed with a trencher or backhoe for the length
of the proposal. The equipment will run on the surface and not be flat bladed to minimize surface
impacts to precious topsoil in these High Desert environments. If possible, all proposed surface
gas pipelines will be installed on the same side of the road as existing gas lines. The construction
phase of the proposed water lines will last approximately (5) days.

In the event that the proposed well is converted to a water injection well, a Sundry Notice form
will be applied for through the State of Utah DOGM office.

Surface Flow Line

Newfield requests 469’ of surface flow line be granted. The Surface Flow Line will consist of up
to a 14” bundled pipe consisting of 2-2” poly glycol lines and 1-3” production line. For all new
wells, Newfield. Refer to Topographic Map “C” for the proposed location of the proposed flow
line. Flow lines will be tan and will be constructed using the following procedures:

Clearing and Grading: No clearing or grading of the ROW will be required. The centerline of the
proposed route will be staked prior to installation. Flow lines shall be placed as close to existing
roads as possible without interfering with normal road travel or road maintenance activities. Due
to the proximity of existing facilities, no temporary use or construction/storage areas are
anticipated. If necessary, temporary use or construction/storage areas will be identified on a
topographic map included in the approved permit.

Installation: The proposed flow lines will be installed 4-6” above the ground. For portions along
existing two-track and primary access roads, lengths of pipe will be strung out in the borrow ditch,
welded together, and rolled or dragged into place with heavy equipment. For pipelines that are
ins